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5 Search  
 
5.1 Photo Search  

Click Search�� Photo to go to the interface as shown below. You can search the 
images saved in the SD card. 
 

 
 
1. Set time: Select date and choose the start and end time in the top left corner. 
2. Check events. 
3. Click “Search” button to search the photos. 
4. Click a file name in the list to view captured photos as shown above.  
 
The descriptions of the buttons are shown as follows. 
 

Icon Description Icon Description 

 

Close: Select a picture 
and click this button to 
close this picture.  

 

Close all: Click this 
button to close all 
pictures viewing. 

 

Save: Click this button 
to select the save path 
of the picture on the PC 
for saving the current 
picture. 

 

Save all: Click this button 
to select the save path of 
the pictures on PC for 
saving all pictures. 
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Icon Description Icon Description 

 

Fit size: The picture will 
fit on screen by clicking 
this button. 

 

Actual size: Click this 
button to display the 
actual size of the picture. 

 

Zoom in: Click this 
button to amplify the 
picture. 

 

Zoom out: Click this 
button to zoom out the 
picture. 

 

Slide show play: Click 
this button to play the 
picture in slide show 
mode. 

 
Stop: Click this button to 
stop slide show.  

 Play speed: Play speed of the slide show. 

 
5.2 Video Search 
5.2.1 Local Video Search 
Click SearchàVideoàLocal Video to go to the interface as shown below. You can 
play the local video record. Before playing, please set the storage path of the video 
record in the local configuration interface and make sure there are record files.  
 

 
 
Choose the date and the start time and end time and then click “Search” button to 
search the record files. Double click the record file to play the record. The 
descriptions of the buttons on the playback interface are as follows. 
 

Icon Description Icon Description 
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Icon Description Icon Description 

 Play button  Pause button 

 Stop button  Speed down 

 Speed up  
Click it to play the 
previous record 

 
Click it to play the 
next record.  

Open/close 
watermark.  

 

Click it to enable / 
disable audio; drag 
the slider to adjust 
the volume after 
enabling audio. 

 

Full screen. Click 
it to display full 
screen. Double 
click to exit full 
screen.  

 

5.2.2 SD Card Video Search 
Click SearchàVideoàSD Card Recording to go to the interface as shown below. 
You can search the record saved in the SD card. 

 
 
Before you search the SD record, you should trigger the SD recording in motion 
detection alarm or alarm input alarm (see Motion Detection Trigger or Alarm Input 
Trigger for detail information). 
Set the date and the start and end time, select the record type and then click 
“Search” button to search the record. Double click the searched file name to play 
the record.  
Please refer to Local Video Search for the descriptions of the buttons on the 
playback interface.  
Click  button to download the record saved in the SD card. 
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6 Appendix 

Appendix 1 Q & A 
 

Q: How to find my password if I forget it?  
A: Reset the device to the default factory settings. 
Default IP: 192.168.226.201; User name: admin; Password: 123456 
 
Q: Fail to connect devices through IE browser, why? 
A: Network is not well connected. Check the connection and make sure it is 
connected well. 
B: IP is not available. Reset the valid IP. 
C: Web port number has been revised: contact administrator to get the correct port 
number. 
D: Exclude the above reasons. Recover default setting by IP-Tool. 
 
Q: IP tool cannot search devices, why? 
A: It may be caused by the anti-virus software in your computer. Please exit it and 
try to search device again.  
 
Q: IE cannot download ActiveX control. How can I do? 
A: IE browser blocks ActiveX. Please do setup as below. 
① Open IE browser and then click Tools-----Internet Options…. 
 

 
 
② Select Security------Custom Level…. 
③ Enable all the sub options under “ActiveX controls and plug-ins”.  
④ Then click OK to finish setup. 
b. Other plug-ins or anti-virus blocks ActiveX. Please uninstall or close them. 
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Q：No sound can be heard, why? 
A: Audio input device is not connected. Please connect and try again. 
B: Audio function is not enabled at the corresponding channel. Please enable this 
function.  
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Appendix 2: Specifications 
 
 
 
 
 
 
 

(888) VITEK-70 | WWW.VITEKCCTV.COM
28492 Constellation Road Valencia, CA 91355

Transcendent 4 MegaPixel H.265 HD 
Video Server with Intelligent AnalyticsVT-IPS-HDA2
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Detailed Specifications                                              
HD Analog Video Input

Audio Input

Video Compression

H. 264 Compression Standard

Bit Rate Type

Quality

Bit Rate

Resolution

Multi-streams

Audio Compression

Image Settings

ROI

Network

Audio

Storage Card

RS485

Alarm Input

Alarm Output

Local Output

Remote Monitoring

Online Connection

Network Protocol

Interface Protocol

Image Snap

Intelligent Analytics

Ingress Protection

Power Supply

Power Output

Power Consumption

Installation

Operating Environment

Weight ( net )

Dimensions (W x H x D)

1 CH, BNC Supporting up to 4MP AHD / TVI / CVI / CVBS

1 CH: 3.5 mm interface, share with MIC IN interface

H.264, H.265, MJPEG

Baseline Profile / Main Profile / High Profile

VBR / CBR

Five levels under VBR; Freely adjustable under CBR

32Kbps ~ 16Mbps

4MP (2560×1440), 3MP (2304×1296) / (2048×1536), 1080P (1920×1080), 960P (1280×960), 720P (1280×720), D1, CIF, 480×240

4MP / 3MP / 1080P / 960P / 720P / D1 / CIF / D1 / CIF (All at 1~30fps)

G711A/U, ADPCM, G.726

ROI, Saturation, Brightness, Chroma, Contrast, Wide Dynamic, Sharpen, NR, etc.

3 Regions of Interest (ROI)

RJ45

MIC IN × 1, SPK OUT × 1

Up to 128GB

Yes - For PTZ Control (Pelco-P & Pelco-D)

1 CH alarm input

1 CH alarm output

1 CH BNC output

IE browsing, CMS remote control

Supports simultaneous monitoring for up to 10 users; Support multi-stream real time transmission

TCP / IP, UDP, DHCP, NTP, RTSP, PPPoE, DDNS, SMTP, FTP

ONVIF, GB-T / 28181-2011

JPEG encoding, image quality adjustable

Scene change, Video Blur, Video Cast, Line Cross, and Intrusion

TVS6000V lightning protection, surge protection

PoE / DC12V

Max 12V@0.5A

< 4W

Wall mount

-4~131F (-20~55c) / 10% ~ 90% RH

7.76 oz. / 220g

5.51” x 1.14” x 2.93” (140x29x74.3mm)
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LIMITED PRODUCT WARRANTY
VITEK products carry a three (3) year limited warranty. VITEK 
warrants to the purchaser that products manufactured by VITEK 
are free of any rightful claim of infringement or the like, and when 
used in the manner intended, will be free of defects in materials 
and workmanship for a period of three (3) years, or as otherwise 
stated above, from the date of purchase by the end user. This 
warranty is nontransferable and extends only to the original buyer 
or end user customer of a VITEK Authorized Reseller.

The product must have been used only for its intended purpose, 
and not been subjected to damage by misuse, willful or accidental 
damage, caused by excessive voltage or lightning.

The product must not have been tampered with in any way or the 
guarantee will be considered null and void.

This guarantee does not affect your statutory rights.

Contact your local VITEK Reseller should servicing become 
necessary.

VITEK makes no warranty or guarantee whatsoever with 
respect to products sold or purchased through unauthorized 
sales channels. Warranty support is available only if product is 
purchased through a VITEK Authorized Reseller.
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