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PARK MODE: Park mode includes OFF, Park action, A-B scan, Pan scan, guard tour 01, pattern 
1. 
 When park mode is OFF status, the dome doesn’t run park mode. 
 Example: Running A-B scan at first, when the action stops unexpectedly, it enters the park 
mode to continue to run A-B scan. 
 
PARK TIME: Park time is 01~60 Min's selectable. 
 
SETTING: After entering the OSD menu, as 4.3.7.2, move to the desired position and save the 
settings.  
 
CALL: Call the park action, if there is no setting, system will remind you that “Please set park 
action”.  
 
DELETE: Delete the settings.  
 

4.3.8 Privacy Zone( Optional) 
 
 
 
 
 
 
 
 
 
 
 
                    4.3.8.1                                             4.3.8.2                                          4.3.8.3 
 
MASK NO.: Mask No. depends on the number of the module supported.  
 
MASK: Mask has on and off selectable. 
 
SETTING: Set the specific parameter of present mask NO. And call preset 1 to save the settings. 
Direction operation—Modify the coordinate of dome 
Zoom operation—Modify the size of scenery 
Iris operation—Modify the size of privacy zone 
 
Remark: The mask size is better than double the target size. If needing to modify mask NO.02, set 
it again. If needing to stop it, set mask to OFF status. 
If the module doesn’t support privacy mask, the screen will display the interface as Fig. 4.3.8.3. 

4.3.9 Advanced  

 

  <PRIVACY ZONE> 

MASK NO.      
01 
MASK        OFF 
<SETTING> 
 
 
EXIT 

<PRIVACY ZONE> 

 
PRESET1:SAVE AND 
BACK 
PRESET2:BACK  
MENU 

<PRIVACY ZONE> 

 
PRIVACY PROPOSED TO 
OPEN 

<ADVANCED> 

PWR ON ACT      ACTI ON 
RATIO SPEED    
 ON 
AUTO FLIP              ON 
 
<OTHERS> 
EXIT 
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PWR ON ACT: Power on action can be set as Memory, A-B scan, Pan scan, Park action, Pattern 
1and No action, Guard tour 1. 
 
RATIO SPEED: Ratio speed can be set as ON or OFF status. 
 
AUTO FLIP: Auto flip can be set as ON or OFF status.  
 
<OTHERS>: Set other options. 
WIPER MODE: WIPER MODE is On or Off status. 
WIPER SPEED: Wiper speed 1 -5 level adjustable  
WIPER TIME: Wiper time 1-5 times adjustable 
 

4.4 CAMERA 

 
CAM: Display the information of module supported by this dome. 
 
ZOOM SPEED: Zoom speed is quick and slow selectable. 
 
DIGITAL ZOOM: Digital zoom is on/off selectable. 
 
FOCUS: Focus is auto and manual selectable 
 
IRIS: Iris is auto and manual selectable 
 
BLC: BLC is ON and OFF selectable  
 
FREEZE: Video freeze is ON and OFF selectable 
 
Remark: Only if those functions are available on the present module, the user can use them. 

4.5 DISPLAY 

 

<CAMERA> 

CAM                   AUTO 
ZOOM SPEED         QUICK 
DIGITAL ZOOM           OFF 
FOCUS                 AUTO 
IRIS                    AUTO 
BLC                     OFF 
FREEZE                 OFF 
EXIT 

<DISPLAY> 

               
P AND T              ON 
ZOOM                          ON 
ACTION    ON 
DOME ID                      ON 
COMM                ON 
TIME                            OFF 
EXIT 
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P AND T: On screen, it displays the pan and tilt degree, user can enable or disable it.  
 
ZOOM: Displays the zoom level. 
 
ACTION: On the screen, it displays the current action, such as A-B scan, Call preset, Save preset, 
Call park action, Pan scan etc. User can enable or disable it 
 
DOME ID: At the top left corner of screen, it displays the dome ID. User can enable or disable it.  
 
COMM: At the top left corner of screen, it displays the dome communication information. User can 
enable or disable it.  
 
TIME: Displays the current time on screen. 
 

4.6 LANGUAGE 

 
LANGUAGE: Language can be set as English, Espanola, French, Portuguese, Polish, Deutsch, 
Italian. Default language is English. 
 

4.7 TIMING TASK 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 

<LANGUAGE> 

LANGUAGE     ENGLISH 
EXIT 

     <TIMING TASK> 

<TIME SETTING> 
<TIMING TASK> 
EXIT 

   <TIMING SETTING> 

 
TIME-YEAR           2016 
TIME-MONTH           01 
TIME-DATE             06 
TIME-HOUR             15 
TIME-MIN               34 
TIME-SEC               56 
SAVE 
EXIT 

   <TIMING TASK> 

 
START    END   FUNCTION 
-00  00 - 00  00         OFF 
 00  00- 00  00         OFF 
 00  00- 00  00         OFF 
 00  00- 00  00         OFF 
 00  00- 00  00         OFF 
 00  00- 00  00         OFF 
EXIT 
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4.9 RESET 

 
 
 
 
 
 
 
 
CONFIRM: Delete the presets information saved by the dome. 
 
 

5. AUTO TEMPERATURE CONTROL 
This product has built-in fan and heater, which accordingly cool or heat through temperature 
sensitive circuit inside the dome. 
 
 
 
 

  <RESET> 

<DOME RESTART> 
<SYS DATA> 
<CAM DATA> 
<PRESET> 
OK 

<DOME RESTART> 

CONFIRM: SAVE DATA,                 
DOME RESTART 

 
 
OK 

<SYS DATA> 

CONFIRM: FACTORY DEFAULT 
OK 

<CAM DATA> 

CONFIRM: FACTORY DEFAULT 
OK 
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Specifications	                                              
Sensor

Resolution

Video Output Interface

LEDs

IR distance

Support ambient light detection

Lens

Angle of view FOV

Min. illumination

Day/Night Operation

Digital Noise Reduction

Pan range

Tilt range

Manual Pan speed

Manual Tilt speed

Preset Points

Go to Preset speed

360°Scan

A-B Scan

A-B Scan speed

Dwell Preset

Pattern Scan

Guard Tours

Guard Points

Time Scheduling Function

PWR On Action

Park Mode

Communication Protocol

Baud Rate

Communication

Weather Resistance

Operation Temperature

Input Voltage

Power Consumption

Lightning Protection

Dimensions

1/3” 2.1 MegaPixel CMOS Sensor

1080P (1920x1080)

HD-TVI

6 Integrated High Power IR LEDs (850nm)

Up to 165’ IR Range

IR illumination on 1-15 grades selectable;

5mm to 50mm Lens offering 10x Optical Zoom

H: 47°(W)~5.3°(T) / V: 35.6°(W)~3.96°(T)

Color: 0.1Lux \  B/W: 0.01Lux (IR Off) / 0 Lux (IR On)

True Day/Night by IR Cut Filter

2D-DNR

360°continuous rotation

0°~93°  auto flip 180°

0.02~480°/S

0.02~160°/S

220

1-64 grades available

1-64 grades setting available

User programmable

1-64 grades setting available

1-60s interval available

4 groups

8 groups

Max.16 points, dwell time user selectable

6 tasks

Memory/Pattern 1/Tour 1/360° scan/A-B scan/Park 1/None

Pattern 1/Tour 1/360° scan/A-B scan/Park 1/None

Pelco-D,Pelco-P

2400bps as default

RS485 (+/-) / COC (Control Over Coax)

IP66

-40ºF ~ 140ºF (-40ºC ~ 60ºC) with included outdoor housing

12VDC

< 25W

Transient voltage 6000V

8.9” (H) x 5.55” (Dia) / 9.29” (D) with Included Wall Mount
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VT-TTAR Series
Transcendent Series 4, 8, and 16 Channel HD-TVI/AHD/960H/IP 
Digital Video Recorders

• 4, 8, or 16 Channel HD-TVI/AHD/960H BNC Inputs + IP Camera Support

• 1-Channel IP Camera Support (VT-TTAR410 / VT-TTAR810) / 4-Channel IP Camera Support 
(VT-TTAR1620)

• Simple plug and play, point-to-point connection from camera to DVR

• H.264 Compression

• HDMI, VGA, and BNC (Spot) Video Outputs

• 2-Way Audio

• PTZ Control over RS-485

• 4 Alarm inputs / 1 Alarm Output

• Pentaplex: Live Display / Record / Playback / Backup / Remote Access

• 1 Internal SATA2/SATA3 HDD Slot supporting up to 6TB (VT-TTAR410 / VT-TTAR810) / 2 
Internal SATA2/SATA3 HDD Slots supporting up to 12TB (VT-TTAR1620)

• Applications for iOS & Android

• Remote Viewing over the Internet via Web Browser or LAN

• Mac OS® Client & CMS Central Management Software Included

• Supports both Dynamic and Static IP Addresses

• Control locally via USB Mouse or IR Remote control

FEATURES

Apps Available for iPhone, iPad, & Android 
Devices

Remote Viewing Using Mac OSXLocal Management, Viewing Interface & 
Remote Viewing with Web Browsers

CONSIDER THESE OTHER GREAT 
TRANSCENDENT PRODUCTS!
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VITEK LIMITED PRODUCT WARRANTY

VITEK products carry a three (3) year limited warranty. Digital recording and storage products are 
also warranted for 3 years except for the hard drives which carry their own independent factory 
warranty from the hard drive manufacturer. VITEK warrants to the purchaser that products manufac-
tured by VITEK are free of any rightful claim of infringement or the like, and when used in the manner 
intended, will be free of defects in materials and workmanship for a period of three (3) years, or as 
otherwise stated above, from the date of purchase by the end user. This warranty is non-transferable 
and extends only to the original buyer or end user customer of a Vitek Authorized Reseller. 

This warranty shall not apply to repairs or replacements necessitated by any cause beyond the control 
of VITEK, including but not limited to, acts of nature, improper installation, excess moisture, misuse, 
lack of proper maintenance, accident, voltage fluctuations, or any unauthorized tampering, repairs or 
modifications. This warranty becomes VOID in the event of alteration, defacement, or removal of serial 
numbers. 

Within the first 6 months of purchase, VITEK will replace or credit any defective product at the request 
of the customer (subject to availability) with a new product that equals or exceeds the performance 
of the original product purchased. 

Within the first 6 months of purchase, at its sole discretion, VITEK may issue an advance replacement 
for a defective product; however, all related costs including, but not limited to shipping and/or delivery 
charges will be the responsibility of the customer. If upon return inspection a product is determined 
to be in good working order or shows evidence of misuse, the customer will be responsible for full 
payment of the original product purchased as well as the replacement product. 

Beyond the first 6 month period for the remainder of the warranty, VITEK’S responsibility shall be 
limited to repairing the defective product, including all necessary parts and related labor costs. At its 
sole discretion, VITEK may choose to either exchange a defective product or issue a merchandise 
credit towards future product purchases. Any replacement parts furnished in connection with this 
warranty shall be warranted for a period not to exceed the remaining balance of the original equip-
ment warranty. 

A Return Authorization number or “RA” number must be obtained prior to the return of any item for 
repair, replacement, or credit. VITEK requires that this “RA” number be clearly printed on the outside 
of the shipping carton to avoid refusal of said shipment. The Return Authorization number expires 
after 30 days. Products returned after the 30 day period will be subject to refusal. Shipping charges, 
if any, must be prepaid. A copy of the bill of sale (or invoice of purchase), together with a complete 
written explanation of the problem must accompany all returns. 

Vitek makes no warranty or guarantee whatsoever with respect to products sold or purchased through 
unauthorized sales channels. Warranty support is available only if product is purchased through a 
Vitek Authorized Reseller.
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