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• 1/2.8” Sony® 3.23 MegaPixel RGB Bayer Array 
CMOS Sensor

• Up to 30fps live view @ 2048 x 1536 (3.23 
MegaPixel Effective Pixels)

• MegaPixel IR Corrected 3.6mm Fixed Iris Lens
• 30 Dynamic Infrared LEDs at 850nm enable viewing 

in total darkness up to 120 feet
• Dual Glass Compartments to Eliminate IR Reflection
• XD-DNR (2D-DNR + 3D-DNR) Noise Reduction
• True Day/Night by ICR - Dual Filter Switch
• Triple Streaming (H.264/MJPEG) offering Extensive 

Integration Possibilities 
• Real-time Lens Distortion Correction (LDC) for an 

optically correct picture
• Compliance with the latest Onvif Profile S
• On-board network security with IP address filtering
• Advanced OSD Features including Image 

Stabilization & Corridor Mode
• MicroSD memory card slot for Local recording 

supporting up to 128GB MicroSDXC cards
• IP-66 Rated Water Resistance
• 12VDC and PoE (Power over Ethernet) Operation
• 3 Year Warranty

FEATURES

Virtuoso Series 3.23 MegaPixel WDR IP
Bullet Camera with 30 IR LEDs

 

VTC-IR303FNP

Virtuoso LDC OnVirtuoso LDC Off

Real-time Lens Distortion Correction (LDC) for an optically correct picture

Micro SD memory card slot for onboard EDGE 
recording & playback

Edge Recording
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Virtuoso Series 3.23 MegaPixel WDR IP
Bullet Camera with 30 IR LEDs

 

VTC-IR303FNP
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Weight

Specifications
1/2 .8” Sony 3 .23 MegaP ixe l  RGB Bayer  Ar ray CMOS

3.23 MegaP ixe l  (2048x1536)

H .264 / MJPEG

Etherne t  (RJ45)

30fps max

30 850nm IR LEDs

120 ’

3 .6mm F ixed I r i s

90° / 270°

0 ~ x16

Co lo r  Mode:  0 .15 lx  a t  50 IRE/30fps / B/W Mode:  0 .00 lx  30fps Wi th IR on

True Day/N igh t  by ICR

1/10 ,000 sec ~ Max .  1/30 sec

ATW-Indoor/Outdoor ,  Shade ,  C lea r  sky ,  F luo rescent  l igh t ,  L igh t  bu lb ,  F lame ,  Manua l

YES

AUTO

XD-DNR (2D-DNR+3D-DNR)

D ig i ta l  WDR (ATR-EX)

Max .8 Area Se lec t ion

YES

Pr i vacy Mask ,  Mot ion Detec t ion ,  Tamper ,  De fog ,  D-Zoom, HLC/BLC ,  LDC (Lens D is to r t i on Cor rec t ion) ,  Mi r ro r/F l ip ,  Hue , 

Br igh tness ,  Cont ras t ,  Sa tu ra t ion ,   Sharpness

MicroSD - up to  128GB

H.264 and MJPEG (T r ip le  S t reaming) Independent  F rame Rate and Bandwid th Cont ro l ,  VBR/CBR Mode

Up to 10 s imu l taneous user  connect ions

Mul t i  User  Author i t y ,  IP F i l t e r ing ,  HTTPS

IP-66

12VDC / PoE

300mA ( IR Of f )  /  540mA ( IR On)

6 .8 Wat ts

 14°-122°F (-10°-50°C) < 80% RH

3.15” 2 .99” x 9 .25” (80 x 76 x 235mm)

1 .19 lb (540g)


